






























UltraCut FBS II

Assortment

Concrete screw UltraCut FBS II US

FBS II US FBS II US CP

Galvani-
sed steel

Corrosion 
protection 
coating

Approval Drill diameter Screw dimen-
sion

Screw-in depth 
with fixture 
thickness

Screw-in depth 
with fixture 
thickness

Screw-in depth 
with fixture 
thickness

Drive Sales unit

d0 ds x ls hnom1 / tfix hnom2 / tfix hnom3 / tfix

Item no. Item no. ETA DIBt [mm] [mm] [mm] [mm] [mm] [pcs]

Item gvz cp

FBS II 8x55 5/- US TX 536851 557781 ● ● 8 10.0 x 55 50 / 5 – – TX40 / SW 13 50

FBS II 8x70 20/5 US TX 536852 557782 ● ● 8 10.0 x 70 50 / 20 - 65 / 5 TX40 / SW 13 50

FBS II 8x80 30/15 US TX 536853 – ● ● 8 10.0 x 80 50 / 30 - 65 / 15 TX40 / SW 13 50

FBS II 8x80 30/15 US TX – 557783 ● ● 8 10.0 x 80 50 / 30 – 65 / 65 TX40 / SW 13 50

FBS II 8x90 40/25 US TX 536854 557784 ● ● 8 10.0 x 90 50 / 40 - 65 / 55 TX40 / SW 13 50

FBS II 8x100 50/35 US TX 536855 557785 ● ● 8 10.0 x 100 50 / 50 - 65 / 35 TX40 / SW 13 50

FBS II 8x110 60/45 US TX 536856 – ● ● 8 10.0 x 110 50 / 60 - 65 / 75 TX40 / SW 13 50

FBS II 8x130 80/65 US TX 536857 – ● ● 8 10.0 x 130 50 / 80 - – TX40 / SW 13 50

FBS II 8x150 100/85 US TX 558219 – ● ● 8 10.0 x 150 50 / 100 – 65 / 85 TX40 / SW 13 50

FBS II 8x170 120/105 US TX 558220 – ● ● 8 10.0 x 170 50 / 120 – 65 / 105 TX40 / SW 13 50

FBS II 8x190 140/125 US TX 558221 – ● ● 8 10.0 x 190 50 / 140 – 65 / 125 TX40 / SW 13 20

FBS II 10x60 5/-/- US 536858 557786 ● ● 10 12.0 x 60 55 / 5 – – SW 15 50

FBS II 10x70 15/5/- US 536859 557787 ● ● 10 12.0 x 70 55 / 15 65 / 5 – SW 15 50

FBS II 10x80 25/15/- US 536860 557788 ● ● 10 12.0 x 80 55 / 25 65 / 65 – SW 15 50

FBS II 10x90 35/25/5 US 536861 557789 ● ● 10 12.0 x 90 55 / 35 65 / 55 85 / 5 SW 15 50

FBS II 10x100 45/35/15 US 536862 557790 ● ● 10 12.0 x 100 55 / 45 65 / 35 85 / 15 SW 15 50

FBS II 10x120 65/55/35 US 536863 557791 ● ● 10 12.0 x 120 55 / 65 65 / 25 85 / 35 SW 15 50

FBS II 10x140 85/75/55 US 536864 557792 ● ● 10 12.0 x 140 55 / 85 65 / 45 85 / 55 SW 15 50

FBS II 10x160 105/95/75 US 536865 557793 ● ● 10 12.0 x 160 55 / 105 65 / 15 85 / 75 SW 15 50

FBS II 10x200 145/135/115 US 536866 – ● ● 10 12.0 x 200 55 / 145 65 / 135 85 / 115 SW 15 20

FBS II 10x230 175/165/145 US 536867 – ● ● 10 12.0 x 230 55 / 175 65 / 165 85 / 145 SW 15 20

FBS II 10x260 205/195/175 US 536868 – ● ● 10 12.0 x 260 55 / 205 65 / 95 85 / 175 SW 15 20

FBS II 10x280 225/215/195 US 558222 – ● ● 10 12.0 x 280 55 / 225 65 / 215 85 / 195 SW 15 20

FBS II 12x70 10/-/- US 536869 – ● ● 12 14.0 x 70 60 / 10 – – SW 17 20

FBS II 12x85 25/10/- US 536870 557794 ● ● 12 14.0 x 85 60 / 25 75 / 10 – SW 17 20

FBS II 12x110 50/35/10 US 536871 557795 ● ● 12 14.0 x 110 60 / 50 75 / 35 100 / 10 SW 17 20

FBS II 12x130 70/55/30 US 536872 – ● ● 12 14.0 x 130 60 / 70 75 / 55 100 / 30 SW 17 20

FBS II 12x150 90/75/50 US 536873 – ● ● 12 14.0 x 150 60 / 90 75 / 75 100 / 50 SW 17 20

FBS II 12x170 110/95/70 US 558223 – ● ● 12 14.0 x 170 60 / 110 75 / 95 100 / 70 SW 17 20

FBS II 12x190 130/115/90 US 558224 – ● ● 12 14.0 x 190 60 / 130 75 / 115 100 / 90 SW 17 20

FBS II 12x210 150/135/110 US 558225 – ● ● 12 14.0 x 210 60 / 150 75 / 135 100 / 110 SW 17 20

FBS II 14x75 10/-/- US 536874 557796 ● ● 14 16.0 x 75 65 / 10 – – SW 21 20

FBS II 14x95 30/10/- US 536875 557797 ● ● 14 16.0 x 95 65 / 30 85 / 10 – SW 21 20

FBS II 14x100 35/15/- US 536876 557798 ● ● 14 16.0 x 100 65 / 35 85 / 15 – SW 21 20

FBS II 14x125 60/40/10 US 536877 557799 ● ● 14 16.0 x 125 65 / 60 85 / 40 85 / 5 SW 21 10

FBS II 14x150 85/65/35 US 536878 – ● ● 14 16.0 x 150 65 / 85 85 / 65 115 / 35 SW 21 10

FBS II 14x180 115/85/65 US 558226 – ● ● 14 16.0 x 180 65 / 115 85 / 95 115 / 65 SW 21 10

FBS II 14x210 145/125/95 US 558227 – ● ● 14 16.0 x 210 65 / 145 85 / 125 115 / 95 SW 21 10

FBS II 14x240 175/155/125 US 558228 – ● ● 14 16.0 x 240 65 / 175 85 / 155 115 / 125 SW 21 10

d0

l1

hnom

h2

tfix

dK

SW/TX
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UltraCut FBS II

Concrete screw UltraCut FBS II SK

FBS II SK FBS II SK CP

Galvani-
sed steel

Corrosion 
protection 
coating

Approval Drill diameter Screw dimen-
sion

Screw-in depth 
with fixture 
thickness

Screw-in depth 
with fixture 
thickness

Screw-in depth 
with fixture 
thickness

Drive Sales unit

d0 ds x ls hnom1 / tfix hnom2 / tfix hnom3 / tfix

Item no. Item no. ETA DIBt [mm] [mm] [mm] [mm] [mm] [pcs]

Item gvz cp

FBS II 8x60 10/- SK 536880 557800 ● ● 8 10.0 x 60 50 / 10 – – TX40 50

FBS II 8x80 30/15 SK 536881 – ● ● 8 10.0 x 80 50 / 30 – 65 / 15 TX40 50

FBS II 8x80 30/15 SK – 557801 ● ● 8 10.0 x 80 50 / 30 65 / 65 65 / 15 TX40 50

FBS II 8x90 40/25 SK 536882 – ● ● 8 10.0 x 90 50 / 40 – 65 / 25 TX40 50

FBS II 8x90 40/25 SK – 557802 ● ● 8 10.0 x 90 50 / 40 65 / 55 65 / 25 TX40 50

FBS II 8x100 50/35 SK 558229 – ● ● 8 10.0 x 100 50 / 50 – 65 / 35 TX40 50

FBS II 8x110 60/45 SK 558230 – ● ● 8 10.0 x 110 50 / 60 – 65 / 45 TX40 50

FBS II 8x120 70/55 SK 558231 – ● ● 8 10.0 x 120 50 / 70 – 65 / 55 TX40 50

FBS II 8x140 90/75 SK 558232 – ● ● 8 10.0 x 140 50 / 90 – 65 / 75 TX40 50

FBS II 8x160 110/95 SK 558233 – ● ● 8 10.0 x 160 50 / 110 – 65 / 95 TX40 50

FBS II 8x180 130/115 SK 558234 – ● ● 8 10.0 x 180 50 / 130 – 65 / 115 TX40 20

FBS II 8x200 150/135 SK 558235 – ● ● 8 10.0 x 200 50 / 150 – 65 / 135 TX40 20

FBS II 10x65 10/-/- SK 536884 557803 ● ● 10 12.0 x 65 55 / 10 – – TX50 50

FBS II 10x80 25/15/- SK 536885 557804 ● ● 10 12.0 x 80 55 / 25 65 / 15 – TX50 50

FBS II 10x95 40/30/10 SK 536886 – ● ● 10 12.0 x 95 55 / 40 65 / 30 85 / 10 TX50 50

FBS II 10x100 45/35/15 SK 536887 557805 ● ● 10 12.0 x 100 55 / 45 65 / 35 85 / 15 TX50 50

FBS II 10x120 65/55/35 SK 536888 – ● ● 10 12.0 x 120 55 / 65 65 / 55 85 / 35 TX50 50

FBS II 10x140 85/75/55 SK 558236 – ● ● 10 12.0 x 140 55 / 85 65 / 75 85 / 55 TX50 50

FBS II 10x160 105/95/75 SK 558237 – ● ● 10 12.0 x 160 55 / 105 65 / 95 85 / 75 TX50 50

FBS II 10x180 125/115/95 SK 558238 – ● ● 10 12.0 x 180 55 / 125 65 / 115 85 / 95 TX50 20

l1

90°dK

tfixhnom

h2

d0

TX
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UltraCut FBS II

Concrete screw UltraCut FBS II 6

UltraCut FBS II 6 P panhead UltraCut FBS II 6 SK counter-
sunk head

UltraCut FBS II 6 US hexago-
nal head with molded washer

Approval Drill dia-
meter

Min. drill 
hole depth 
for through 
fixings

Screw 
length

Head-Ø Screw-in 
depth 
Multiple 
fixing ETA-
18/0242

Screw-in 
depth Sin-
gle point 
fixing ETA-
15/0352

Usable length Drive Sales unit

d0 h2 ls dK tfix,min - tfix,max

Item no. ETA DIBt [mm] [mm] [mm] [mm] [mm] [mm] [mm] [pcs]

Item

FBS II 6 x 30/5 P 546377 ● ● 6 40 30 14.4 25 – Screw length - hnom TX30 100

FBS II 6 x 40/5 P 546378 ● ● 6 50 40 14.4 25 - 35 – Screw length - hnom TX30 100

FBS II 6 x 40/5 P K (2) 567289 ● ● 6 50 40 14.4 25 - 35 – Screw length - hnom TX30 1

FBS II 6 x 40/5 LP 546379 ● ● 6 50 40 17.5 25 - 35 – Screw length - hnom TX30 100

FBS II 6 x 60/5 P 546380 ● ● 6 70 60 14.4 25 - 55 40 - 55 Screw length - hnom TX30 100

FBS II 6 x 60/5 P E 561394 ● ● 6 70 60 14.4 25 - 55 40 - 55 Screw length - hnom TX30 1

FBS II 6 x 80/25 P 546381 ● ● 6 90 80 14.4 25 - 55 40 - 55 Screw length - hnom TX30 100

FBS II 6 x 30/5 SK 546382 ● ● 6 40 30 13.5 25 – Screw length - hnom TX30 100

FBS II 6 x 40/5 SK 546383 ● ● 6 50 40 13.5 25 - 35 – Screw length - hnom TX30 100

FBS II 6 x 60/5 SK 546384 ● ● 6 70 60 13.5 25 - 55 40 - 55 Screw length - hnom TX30 100

FBS II 6 x 60/5 SK K (2) 567290 ● ● 6 70 60 13.5 25 - 55 40 - 55 Screw length - hnom TX30 1

FBS II 6 x 80/25 SK 546385 ● ● 6 90 80 13.5 25 - 55 40 - 55 Screw length - hnom TX30 100

FBS II 6 x 100/45 SK 546386 ● ● 6 110 100 13.5 25 - 55 40 - 55 Screw length - hnom TX30 100

FBS II 6 x 120/65 SK 546387 ● ● 6 130 120 13.5 25 - 55 40 - 55 Screw length - hnom TX30 100

FBS II 6 x 140/85 SK 546388 ● ● 6 150 140 13.5 25 - 55 40 - 55 Screw length - hnom TX30 100

FBS II 6 x 160/105 SK 546389 ● ● 6 170 160 13.5 25 - 55 40 - 55 Screw length - hnom TX30 100

FBS II 6 x 40/5 US 558601 ● ● 6 50 40 17.0 25 - 35 – Screw length - hnom SW 13 100

FBS II 6 x 40/5 US 546390 ● ● 6 50 40 17.0 25 - 35 – Screw length - hnom SW 10 100

FBS II 6 x 60/5 US 558602 ● ● 6 70 60 17.0 25 - 55 40 - 55 Screw length - hnom SW 13 100

FBS II 6 x 60/5 US 546391 ● ● 6 70 60 17.0 25 - 55 40 - 55 Screw length - hnom SW 10 100

FBS II 6 x 80/25 US 558603 ● ● 6 90 80 17.0 25 - 55 40 - 55 Screw length - hnom SW 13 100

FBS II 6 x 80/25 US 546392 ● ● 6 90 80 17.0 25 - 55 40 - 55 Screw length - hnom SW 10 100

FBS II 6 x 100/45 US 558604 ● ● 6 110 100 17.0 25 - 55 40 - 55 Screw length - hnom SW 13 100

FBS II 6 x 100/45 US 546393 ● ● 6 110 100 17.0 25 - 55 40 - 55 Screw length - hnom SW 10 100

FBS II 6 x 100/45 US E 554072 ● ● 6 110 100 17.0 25 - 55 40 - 55 Screw length - hnom SW 10 1

FBS II 6 x 120/65 US 558605 ● ● 6 130 120 17.0 25 - 55 40 - 55 Screw length - hnom SW 13 100

FBS II 6 x 120/65 US 546394 ● ● 6 130 120 17.0 25 - 55 40 - 55 Screw length - hnom SW 10 100

FBS II 6 x 60/5 US E 554071 ● ● 6 – 60 17.0 25 - 55 40 - 55 Screw length - hnom SW 10 1

tfixhnom, max

h2

d0

d0

tfix
l

hnom, min

h2

dK

dK

l1
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UltraCut FBS II

Installation parameters

Concrete screw UltraCut FBS II 6-14 zinc-plated steel. / R

Installation parameters concrete

Concrete screw 
UltraCut FBS II 
6–14 zinc-plated 
steel / R

Drill hole 
diameter

Nominal screw-in depth Drill hole 
depth
(push-
through 
installation)

Clearance 
hole diam-
eter

Maximum torque for instal-
lation with impact screw 
driver in concrete 1)

Maximum torque for instal-
lation in masonry

Width across 
flat

Drive

d0 hnom1 hnom2 hnom3 h2 ≥ df Timp, max zinc-plated 

steel

Timp, max R Timp, max gvz Timp, max R SW TX

[mm] [mm] [mm] [mm] [mm] [mm] [Nm] [Nm] [Nm] [Nm]

FBS II 6 6 25–55 25–55 25–55 l + 10 ≥ 8 450 1) – – – 10 2) TX 30

FBS II 8 8 50 – 65 l + 10 10,6–12 600 450 80 80 13 TX 40 (SK 
and US)

FBS II 10 10 55 65 85 l + 10 12,8–14 650 450 80 80 15 TX 50  (SK)

FBS II 12 12 60 75 100 l + 10 14,8–16 650 650 – – 17 –

FBS II 14 14 65 85 115 l + 15 16,9–18 650 – – – 21 –

1) Screw-in depth <35 mm 80 Nm.
2) SW 13 at FBS II ... M10 and FBS II ... M8/M10 I.
3) The values apply to concrete strength of approx. 40 N/mm2, for other concrete strength classes the values may differ. The conversion of nominal output into effective tightening torque 

varies from machine to mac hine - always therefore use torque control.

l1 dK

[mm] [mm]

UltraCut FBS II 8 SK 6,0 20,0

UltraCut FBS II 10 SK 7,0 23,0

UltraCut FBS II 6 SK 6,0 13,5

UltraCut FBS II 6 P 3,9 14,4

UltraCut FBS II 6 LP 3,6 17,5

UltraCut FBS II 6 US 6,4 17,0

UltraCut FBS II M8/M10 3,6/5 15/16

UltraCut FBS II 6 I  
M8/M10; M6

37,0/32 -

Typ US

Typ SK

Typ I Typ P

Typ LPTyp M8/M10

d0

l1

hnom

h2

tfix

dK

l1

90°dK

tfixhnom

h2

d0

TX

tfixhnom, max

h2

d0

d0

tfix
l

hnom, min

h2

dK

dK

l1

tfixhnom, max

h2

d0

d0

tfix
l

hnom, min

h2

dK

dK

l1

M6
M8/
M10

d0

l1hnom

h1

SW

M8/
M10

d0

l1hnom

h1 dK

SW
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UltraCut FBS II

Loads
Concrete screw Ultracut FBS II US hexagon head with integral washer and FBS II SK countersunk head

Permissible loads of a single anchor1) in normal concrete of strength class C20/25.

For the design the complete current assessment ETA-15/0352 has to be considered.

Cracked concrete Non-cracked concrete

Material/
surface

Screw-in 
depth

Minimum 
member 
thickness

Instal-
lation 
torque

Permissible tension (Nperm) and shear loads (Vperm);
minimum spacing (smin) and edge distances (cmin) 
with reduced loads

Permissible tension (Nperm) and shear loads (Vperm);
minimum spacing (smin) and edge distances (cmin) 
with reduced loads

hnom hmin Timp, max2) Nperm3) Vperm3) smin3) cmin3) Nperm3) Vperm3) smin3) cmin3)

Type [mm] [mm] [Nm] [kN] [kN] [mm] [mm] [kN] [kN] [mm] [mm]

FBS II 6 gvz 40 80 450 1.2 4.3 35 35 3.8 4.3 35 35

gvz 45 90 450 1.7 4.3 35 35 4.8 4.3 35 35

gvz 50 90 450 1.9 4.3 35 35 5.7 4.3 35 35

gvz 55 100 450 2.4 6.3 35 35 6.4 6.3 35 35

FBS II 8 gvz / CP 50 100 600 2.9 4.1 35 35 5.9 5.9 35 35

gvz / CP 65 120 600 5.7 9.0 35 35 8.8 9.0 35 35

FBS II 10 gvz / CP 55 100 650 4.3 4.6 40 40 6.6 6.6 40 40

gvz / CP 65 120 650 5.7 11.9 40 40 8.5 14.0 40 40

gvz / CP 85 140 650 9.2 16.6 40 40 13.1 16.6 40 40

FBS II 12 gvz / CP 60 110 650 5.3 10.6 50 50 7.5 15.1 50 50

gvz / CP 75 130 650 7.6 15.2 50 50 10.9 15.2 50 50

gvz / CP 100 150 650 12.0 20.3 50 50 17.1 20.3 50 50

FBS II 14 gvz / CP 65 120 650 5.8 11.6 60 60 8.3 16.6 60 60

gvz / CP 85 140 650 9.0 18.0 60 60 12.8 22.1 60 60

gvz / CP 115 180 650 14.7 29.4 60 60 21.0 29.4 60 60

1) Design according to EN 1992-4:2018 (for static resp. quasi-static loads). The partial safety factors for material resistance as regulated in the ETA as well as a partial safety factor for load 
actions of γL = 1.4 are considered. As a single anchor counts e.g. an anchor with a spacing s ≥ 3 x hef and an edge distance c ≥ 1.5 x hef. Accurate data see ETA.

2) Maximum allowable torque for installation with any tangential impact screw driver. Further technical data see ETA.
3) In the case of combinations of tensile and shear loads, bending moments with reduced or minimum spacing and edge distances (anchor groups), the design must be carried out in 

accordance with the provisions of the complete ETA and the provisions of the EN 1992-4:2018. We recommend using our anchor design software C-FIX.

Concrete screw UltraCut FBS II US R hexagon head with integral washer and FBS II SK R countersunk head

Permissible loads of a single anchor1) in normal concrete of strength class C20/25.

For the design the complete current assessment ETA-17/0740 has to be considered.

Cracked concrete Non-cracked concrete

Material/
surface

Screw-in 
depth

Minimum 
member 
thickness

Maximum
installation
torque

Permissible tension (Nperm) and shear loads (Vperm);
minimum spacing (smin) and edge distances (cmin) 
with reduced loads

Permissible tension (Nperm) and shear loads (Vperm);
minimum spacing (smin) and edge distances (cmin) 
with reduced loads

hnom hmin Timp, max2) Nperm3) Vperm3) smin3) cmin3) Nperm3) Vperm3) smin3) cmin3)

Type [mm] [mm] [Nm] [kN] [kN] [mm] [mm] [kN] [kN] [mm] [mm]

FBS II 8 R 50 100 450 1.9 4.1 35 35 3.3 5.9 35 35

FBS II 8 R 65 120 450 4.3 6.1 35 35 6.7 8.8 35 35

FBS II 10 R 55 100 450 2.1 4.6 40 40 4.0 6.6 40 40

FBS II 10 R 65 120 450 2.9 6.0 40 40 6.7 8.5 40 40

FBS II 10 R 85 140 450 7.6 18.4 40 40 13.1 20.9 40 40

FBS II 12 R 60 110 650 2.1 5.3 50 50 4.8 7.5 50 50

FBS II 12 R 75 130 650 5.2 15.2 50 50 5.7 21.8 50 50

FBS II 12 R 100 150 650 12.0 23.9 50 50 17.1 26.2 50 50

1) Design according to EN 1992-4:2018 (for static resp. quasi-static loads). The partial safety factors for material resistance as regulated in the ETA as well as a partial safety factor for load 
actions of γL = 1.4 are considered. As a single anchor counts e.g. an anchor with a spacing s ≥ 3 x hef and an edge distance c ≥ 1.5 x hef. Accurate data see ETA.

2) Maximum allowable torque for installation with any tangential impact screw driver. Further technical data see ETA.
3) In the case of combinations of tensile and shear loads, bending moments with reduced or minimum spacing and edge distances (anchor groups), the design must be carried out in 

accordance with the provisions of the complete ETA and the provisions of the EN 1992-4:2018. We recommend using our anchor design software C-FIX.
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UltraCut FBS II

Loads
Concrete srew UltraCut FBS II

Recommended loads1)3) for a single anchor or a fixing point4)5)6) in solid brick masonry.

Type FBS II 8 FBS II 10

Anchorage depth hnom [mm] 65 85

Recommended loads (F ) in the respective base material 2)3)

Solid clay brick (EN771-1) ≥ 240 x 113 x 115 mm fb ≥ 12 [kN] 1.110) 1.410)

Solid clay brick (EN771-1) ≥ 240 x 113 x 115 mm fb ≥ 20 [kN] 1.67)10) 1.67)10)

Solid sand-lime brick (EN771-2) ≥ 240 x 71 x 115 mm fb ≥ 12 [kN] 1.27)10) 1.27)10)

Aerated concrete (EN771-4) ≥ 499 x 249 x 120 mm fb ≥  6 [kN] 0.7 0.9

Minimum spacing (smin) and edge distances (cmin)

Minimum spacing within anchor groups of 2 or 4 anchors smin [mm] 80 80

Minimum spacing between single anchors or anchor groups smin [mm] 80 80

Minimum distance to the horizontal joint cmin,v8) [mm] 20 20

Minimum distance to the vertical joint cmin,h8) [mm] 40 40

Minimum distance to the free edge cmin, free edge8) [mm] 200 200

Tightening torque9) (Ttighten) in respective base material

Solid clay brick10) Ttighten [Nm] 10 10

Solid sandlime brick10) Ttighten [Nm] 15 15

Aerated concrete Ttighten [Nm] 5 5

1) An appropriate safety factor is considered.
2) The given loads apply to the given brick measures for masonry with superimposed load. Larger brick formats are at least equivalent in case of the loads. Base material fb in [N/mm²].
3) The loads only apply to multiple fixings of non-load-bearing systems and are valid for tensile load, shear load and oblique load under any angle.
4) To confirm the given technical data, it is recommended to carry out tests on the construction site. In case of not visible joints a 100% testing of the anchors is recommended as the 

concrete screws only work in the brick but not in mortar joints.
5) A fixing point can be a single anchor, 2 anchors or 4 anchors with a minimum spacing smin. Anchor groups of 4 anchors are arranged in rectangular disposition.
6) The fixing points have to be arranged in this way that there will be always maximum one fixing point arranged in one brick.
7) Brick pull-out is decisive.
8) The values cmin,v and cmin,h are only valid if the mortar joints are filled proper. Otherwise the joints has to be considered as free edges and cmin,free edge is decisive. Minimum mortar strenght is 

M 2.5.
9) The screw is screwed in with a cordless screwdriver, an impact screwdriver or by hand. The screwing process must be finished immediately when the screw head is in contact with the 

assembled object. The specified tightening torque must then be applied with a torque wrench.
10) The values are valid for unperforated solid bricks.

Concrete screw UltraCut FBS II for temporary fastening

Permissible loads of a single anchor1) in normal concrete of strength class C20/25 to C50/60.

For the design the complete current assessment Z-21.8-2049 has to be considered.

Cracked and non-cracked concrete

Material/
surface

Screw-in 
depth

Minimum 
member 
thickness

Maximum
installation 
torque

Minimum spacing (smin) 
and edge distances (cmin)

Permissible load Fperm4)

hnom hmin Timp, max2) smin cmin3) fc,cube ≥ 10 N/mm² fc,cube ≥ 15 N/mm² fc,cube ≥ 20 N/mm² fc,cube ≥ 25 N/mm²

Type [mm] [mm] [Nm] [mm] [mm] [kN] [kN] [kN] [kN]

FBS II 8 gvz 50 100 400 200 65 1.9 2.3 2.6 2.9

gvz 65 150 400 300 100 3.6 4.4 5.1 5.6

FBS II 10 gvz 55 105 400 210 70 2.2 2.7 3.1 3.5

gvz 65 130 400 260 85 2.9 3.5 4.1 4.5

gvz 85 205 650 410 135 5.8 7.1 8.1 9.1

FBS II 12 gvz 60 120 400 240 80 2.8 3.4 3.9 4.4

gvz 75 150 400 300 100 4.0 4.9 5.6 6.1

gvz 100 240 650 480 160 7.6 9.3 10.8 12.0

FBS II 14 gvz 65 115 400 230 75 2.3 2.8 3.2 3.6

gvz 85 150 400 300 100 3.6 4.4 5.0 5.6

gvz 115 255 650 510 170 8.9 10.9 12.6 14.0

1) Material safety factor as well as a partial safety factor for load actions of γL = 1.4 is considered. The screw may be used in the concrete member before the characteristic compressive
strength fck,cube is reached. In this case, the concrete compressive strength fc,cube must have reached a value of at least 10 N/mm². Only intended for temporary use and one-time screwing 
into the same drill hole. Conditions for reuse of the screw see, approval.

2) Values for impulse wrenches with tangential impact and automatic stop device.
3) In case of combined action of shear load and installation close to the edge, the edge distance must be ≥ cmin x 1.5. Detail see approval.
4) Values valid for all load directions.
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UltraCut FBS II

Loads
Concrete screw UltraCut FBS II 6

Permissible loads for a single anchor1) for multiple use of redundant non-structural applications* in normal concrete C20/25.

For the design the complete current assessment ETA - 18/0242 has to be considered.

Cracked concrete Non-cracked concrete

Material/
surface

Screw-in 
depth

Minimum 
member 
thickness

Maximum
installation 
torque

Permissible tension (Nperm) and shear loads (Vperm);
minimum spacing (smin) and edge distances (cmin)
with reduced loads

Permissible tension (Nperm) and shear loads (Vperm);
minimum spacing (smin) and edge distances (cmin)
with reduced loads

hnom hmin Tinst,max2) Nperm3) Vperm3) smin3) cmin3) Nperm3) Vperm3) smin3) cmin3)

Type [mm] [mm] [Nm] [kN] [kN] [mm] [mm] [kN] [kN] [mm] [mm]

FBS II 6 gvz 25 80 ≤ 5 0.7 1.8 35 35 1.4 2.3 35 35

gvz 30 80 ≤ 5 1.2 2.3 35 35 2.4 2.3 35 35

gvz 35 80 ≤ 5 1.7 4.3 35 35 3.1 4.3 35 35

gvz 40 80 ≤ 10 2.4 4.3 35 35 3.8 4.3 35 35

gvz 45 90 ≤ 10 2.9 4.3 35 35 4.8 4.3 35 35

gvz 50 90 ≤ 10 3.6 4.3 35 35 5.7 4.3 35 35

gvz 55 100 ≤ 10 4.0 6.3 35 35 6.4 6.3 35 35

* In addition to the load table above, the following must be considered for multiple fastening of non-structural redundant systems:
A multiple fixing (redundant system) according to EN 1992-4 and CEN/TR 17079 is defined by
- at least 3 fixing points (per attached element) with at least one anchor at each fixing point and a permissible load per fixing point of 1.4 kN
- or by at least 4 fixing points with at least one anchor each fixing point and a permissible load per fixing point of 2.1 kN
- Additionally, it has to be proven that the stiffness of the attached element shall be large enough to ensure that in case of excessive slip or failure of a fastener the load on this fastener 
   or fixing point can be transferred to neighbouring fixing points without significantly violating the requirements on the attached element in the serviceability and ultimate limit state.
For further details see EN 1992-4 section 7.3 and CEN/TR 17079.

1) Design according to EN 1992-4:2018 (for static resp. quasi-static loads). The partial safety factors for material resistance as regulated in the ETA as well as a partial safety factor for load 
actions of γL = 1.4 are considered.

2) Further technical information for installation see ETA.
3) In the case of combinations of tensile and shear loads, bending moments with reduced or minimal edge and axial spacings (anchor groups), the design must be carried out in accordance 

with the provisions of the complete ETA and the provisions of the EN 1992-4:2018.

Concrete screw UltraCut FBS II 6

Permissible loads for a single anchor1) for multiple use of redundant non-structural applications* in pre-stressed hollow-core concrete slabs of concrete strength C30/37.

For the design the complete current assessment ETA - 18/0242 has to be considered.

Type FBS II 6 gvz

Screw-in depth hnom 25 30 35 40 45 50 55

Permissible load Fperm3) in the respective bottom flange thickness

db ≥ 25 mm [kN] 0.2 0.5 0.5 0.5 0.5 0.5 0.5

db ≥ 30 mm [kN] 1.7 1.7 1.7 1.7 1.7 1.7 1.7

db ≥ 35 mm [kN] 1.7 1.9 2.1 2.4 2.6 2.9 3.1

db ≥ 40 mm [kN] 1.7 2.3 2.6 2.9 3.3 3.6 3.8

db ≥ 50 mm [kN] 1.7 2.3 3.3 3.8 4.3 4.3 5.7

Installation torque Tinst,max [Nm] 5.0 5.0 10 10 10 10 10

Minimum spacing s1, s22) [mm] 100 100 100 100 100 100 100

Minimum edge distance c1, c22) [mm] 100 100 100 100 100 100 100

* In addition to the load table above, the following must be considered for multiple fastening of non-structural redundant systems:
A multiple fixing (redundant system) according to EN 1992-4 and CEN/TR 17079 is defined by
· at least 3 fixing points (per attached element) with at least one anchor at each fixing point and a permissible load per fixing point of 1.4 kN
· or by at least 4 fixing points with at least one anchor each fixing point and a permissible load per fixing point of 2.1 kN
· Additionally, it has to be proven that the stiffness of the attached element shall be large enough to ensure that in case of excessive slip or failure of a fastener the load on this fastener 

or fixing point can be transferred to neighbouring fixing points without significantly violating the requirements on the attached element in the serviceability and ultimate limit state.
For further details see EN 1992-4 section 7.3 and CEN/TR 17079.

1) Design according to EN 1992-4:2018 (for static resp. quasi-static loads). The partial safety factors for material resistance as regulated in the ETA as well as a partial safety factor for load 
actions of γL = 1.4 are considered.

2) Further technical information for installation see ETA.
3) Valid for tensile load, shear load and oblique load under any angle. In the case of combinations of tensile, shear loads and bending moments, the design must be carried out in accord-

ance with the provisions of the complete ETA and the provisions of the EN 1992-4:2018.
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UltraCut FBS II

Loads
Concrete screw UltraCut FBS II US/SK

Permissible loads1)2) for a single anchor in masonry for Push-through installation.
For the design the complete current assessment ETA-20/0134 of 14.07.2022 has to be considered.

Min. 
compres-
sive brick 
strength

Brick raw 
density

Minimum brick 
dimensions

Nominal 
ancho-
rage 
depth

Mini-
mum
member 
thick-
ness

Maximum
Installa-
tion
torque

Permis-
sible 
tensile 
load4)

Permissi-
ble shear 
load4)

parallel6)

Minimum 
spacing5)

Minimum 
edge dis-
tance5)

fb
ρ (L x W x H) hnom hmin Timp. max

3) Nperm Vperm║ smin║ / smin┴
cmin

Type [N/mm²] [kg/dm³] [mm] [mm] [mm] [Nm] [kN] [kN] [mm] [mm]

Solid brick Mz, acc. to EN 771-1

FBS II 6 ≥ 12.0 ≥ 1.8 240 x 115 x 71 ≥ 40 ≥ 115 80 0.54 0.34 80 50

FBS II 6 ≥ 16.0 ≥ 1.8 240 x 115 x 71 ≥ 40 ≥ 115 80 0.60 0.40 80 50

FBS II 6 ≥ 17.5 ≥ 1.8 240 x 115 x 71 ≥ 40 ≥ 115 80 0.66 0.40 80 50

FBS II 8 ≥ 12.0 ≥ 1.8 240 x 115 x 71 ≥ 50 ≥ 115 80 0.46 1.37 80 60

FBS II 8 ≥ 16.0 ≥ 1.8 240 x 115 x 71 ≥ 50 ≥ 115 80 0.54 1.60 80 60

FBS II 8 ≥ 17.5 ≥ 1.8 240 x 115 x 71 ≥ 50 ≥ 115 80 0.57 1.66 80 60

FBS II 10 ≥ 12.0 ≥ 1.8 240 x 115 x 71 ≥ 55 ≥ 115 80 0.40 1.26 80 70

FBS II 10 ≥ 16.0 ≥ 1.8 240 x 115 x 71 ≥ 55 ≥ 115 80 0.46 1.46 80 70

FBS II 10 ≥ 17.5 ≥ 1.8 240 x 115 x 71 ≥ 55 ≥ 115 80 0.49 1.51 80 70

Solid brick Mz, nordic, acc. to EN 771-1

FBS II 6 ≥ 16.0 ≥ 1.8 228 x 108 x 54 ≥ 40 ≥ 108 80 0.34 0.31 80 50

FBS II 6 ≥ 20.0 ≥ 1.8 228 x 108 x 54 ≥ 40 ≥ 108 80 0.40 0.37 80 50

FBS II 8 ≥ 16.0 ≥ 1.8 228 x 108 x 54 ≥ 50 ≥ 108 80 0.46 1.34 80 60

FBS II 8 ≥ 20.0 ≥ 1.8 228 x 108 x 54 ≥ 50 ≥ 108 80 0.51 1.49 80 60

FBS II 10 ≥ 16.0 ≥ 1.8 228 x 108 x 54 ≥ 55 ≥ 108 80 0.37 1.23 80 70

FBS II 10 ≥ 20.0 ≥ 1.8 228 x 108 x 54 ≥ 55 ≥ 108 80 0.43 1.37 80 70

Solid sand-lime brick KS, acc. to EN 771-2

FBS II 6 ≥ 12.0 ≥ 1.8 240 x 115 x 71 ≥ 40 ≥ 115 80 0.43 0.51 80 50

FBS II 6 ≥ 16.0 ≥ 1.8 240 x 115 x 71 ≥ 40 ≥ 115 80 0.49 0.60 80 50

FBS II 6 ≥ 20.0 ≥ 1.8 240 x 115 x 71 ≥ 40 ≥ 115 80 0.54 0.66 80 50

FBS II 8 ≥ 12.0 ≥ 1.8 240 x 115 x 71 ≥ 50 ≥ 115 80 0.54 0.66 80 60

FBS II 8 ≥ 16.0 ≥ 1.8 240 x 115 x 71 ≥ 50 ≥ 115 80 0.60 0.74 80 60

FBS II 8 ≥ 20.0 ≥ 1.8 240 x 115 x 71 ≥ 50 ≥ 115 80 0.69 0.83 80 60

FBS II 10 ≥ 12.0 ≥ 1.8 240 x 115 x 71 ≥ 55 ≥ 115 80 0.54 0.89 80 70

FBS II 10 ≥ 16.0 ≥ 1.8 240 x 115 x 71 ≥ 55 ≥ 115 80 0.63 1.00 80 70

FBS II 10 ≥ 20.0 ≥ 1.8 240 x 115 x 71 ≥ 55 ≥ 115 80 0.69 1.11 80 70

Perforated sand-lime brick KSL, acc. to EN 771-2

FBS II 6 ≥ 10.0 ≥ 1.4 240 x 175 x 113 ≥ 40 ≥ 175 65 0.09 0.80 80 50

FBS II 6 ≥ 12.0 ≥ 1.4 240 x 175 x 113 ≥ 40 ≥ 175 65 0.11 0.94 80 50

FBS II 6 ≥ 16.0 ≥ 1.4 240 x 175 x 113 ≥ 40 ≥ 175 65 0.14 1.17 80 50

FBS II 6 ≥ 17.5 ≥ 1.4 240 x 175 x 113 ≥ 40 ≥ 175 65 0.17 1.26 80 50

FBS II 8 ≥ 10.0 ≥ 1.4 240 x 175 x 113 ≥ 50 ≥ 175 65 0.26 0.66 80 60

FBS II 8 ≥ 12.0 ≥ 1.4 240 x 175 x 113 ≥ 50 ≥ 175 65 0.29 1.03 80 60

FBS II 8 ≥ 16.0 ≥ 1.4 240 x 175 x 113 ≥ 50 ≥ 175 65 0.37 1.40 80 60

FBS II 8 ≥ 17.5 ≥ 1.4 240 x 175 x 113 ≥ 50 ≥ 175 65 0.40 1.49 80 60

FBS II 10 ≥ 10.0 ≥ 1.4 240 x 175 x 113 ≥ 55 ≥ 175 65 0.23 0.77 80 70

FBS II 10 ≥ 12.0 ≥ 1.4 240 x 175 x 113 ≥ 55 ≥ 175 65 0.26 1.23 80 70

FBS II 10 ≥ 16.0 ≥ 1.4 240 x 175 x 113 ≥ 55 ≥ 175 65 0.34 1.66 80 70

FBS II 10 ≥ 17.5 ≥ 1.4 240 x 175 x 113 ≥ 55 ≥ 175 65 0.37 1.77 80 70
1) The partial safety factors for material resistance as regulated in assessment as well as a partial safety factor for load actions of γL = 1.4 are considered. Load values are valid for zinc-plat-

ed steel all sizes and head shapes, for stainless steel R for the sizes 8 and 10. Exakt values see ETA.
2) The given loads are valid for installation and use of fixations in dry masonry, use category d/d, width of the joints wj ≤ 3 mm and general purpose mortar with strength class M2.5 -M9. 

Further information and details on drill hole preparation, etc., see ETA.
3) Maximum allowable device torque for installation with any tangential impact screw driver. Further technical data see ETA.
4) In the case of combinations of tensile and shear loads, bending moments and reduced edge and axial spacings (anchor groups), the design must be carried out in accordance with the 

provisions of the complete assessment.
5) Minimum feasible spacing resp. edge distance. Details as well as to the distances to joints see assessment.
6) Shear load parallel to the vertical joint. Load reduction for shear load perpendicular to the vertical joint see ETA.
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