
Accessories

Accessories

Filling disc FFD FABS FA-ST II FA-ST II Set

  Internal 
diameter

External-ø Match Contents Sales unit

  D d    

 Item No. [mm] [mm]   [pcs]

Item       

FFD 26 x 12 x 6 538458 12 26 FAZ II Plus / FAZ II Classic M8/M10  4

FFD 26 x 12 x 6 R 541986 12 26 FAZ II Plus / FAZ II Classic M8/M10 R  4

FFD 30 x 14 x 6 538459 14 30 FAZ II Plus / FAZ II Classic M12  4

FFD 30 x 14 x 6 R 541987 14 30 FAZ II Plus / FAZ II Classic M12 R  4

FFD 38 x 19 x 7 538460 19 38 FAZ II Plus / FAZ II Classic M16  4

FFD 40 x 19 x 7 R 541988 19 40 FAZ II Plus / FAZ II Classic M16 R  4

FABS 077937 – – Bolt anchor M6 - M12  1

FA-ST II M10 558790 – – Bolt anchor M10 SDS Adapter; Socket SW17 1

FA-ST II M12 558791 – – Bolt anchor M12 SDS Adapter; Socket SW19 1

FA-ST II M16 558792 – – Bolt anchor M16 SDS Adapter; Socket SW24 1

FA-ST II Set 558789 – – Bolt anchor M10 - M16 SDS Adapter; Socket SW17, SW19, SW24 1

  

fischer filling disc FFD 

For use under seismic loads C2 or optional to minimise the hole 
clearance: 
The annular gap between bolt and attachment may be filled with 
mortar compressive strength ≥ 50 N/mm2 e.g. FIS V Plus,  
FIS EM Plus, FIS HB and FIS SB. The backfilling disc would be used 
in addition to the standard washer to be used. The thickness of the 
backfill disc must be taken into account for tfix. The counterbore in 
the filling disk must point in the direction of the attachment part. 
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Loads

Bolt anchor FAZ II Classic

Permissible loads of a single anchor1) in normal concrete of strength class C20/25.
For the design the complete current assessment ETA-23/0162 of 14.03.2023 has to be considered.

Cracked concrete Non-cracked concrete

Material/
surface2)

Effective 
anchorage 
depth

Minimum 
member 
thickness

Instal-
lation 
torque

Permissible tension (Nperm) and shear loads (Vperm);
minimum spacing (smin) and edge distances (cmin) 
with reduced loads

Permissible tension (Nperm) and shear loads (Vperm);
minimum spacing (smin) and edge distances (cmin) 
with reduced loads

hef hmin Tinst Nperm
3) Vperm

3) smin
3) cmin

3) Nperm
3) Vperm

3) smin
3) cmin

3)

Type [mm] [mm] [Nm] [kN] [kN] [mm] [mm] [kN] [kN] [mm] [mm]

FAZ II Classic 8 gvz 35 80 20 2.6 8.1 35 40 4.9 8.1 40 40

gvz 90 140 20 3.8 8.1 35 40 6.7 8.1 40 40

R 35 80 20 2.6 8.1 35 40 4.9 8.1 40 40

R 90 140 20 3.8 8.1 35 40 6.7 8.1 40 40

FAZ II Classic 10 gvz 40 80 45 4.1 10.8 40 45 5.9 13.1 40 45

gvz 100 150 45 6.2 13.1 40 45 9.5 13.1 40 45

R 40 80 45 4.1 10.8 40 45 5.9 13.1 40 45

R 100 150 45 6.2 13.1 40 45 9.5 13.1 40 45

FAZ II Classic 12 gvz 50 80 60 5.8 18.0 50 55 8.3 18.5 50 55

gvz 125 190 60 9.5 18.5 50 55 10.5 18.5 50 55

R 50 80 60 5.8 18.0 50 55 8.3 18.5 50 55

R 125 190 60 9.5 18.5 50 55 10.5 18.5 50 55

FAZ II Classic 16 gvz 65 100 110 8.6 27.5 65 65 12.3 34.2 65 65

gvz 160 240 110 12.9 34.2 65 65 18.4 34.2 65 65

R 65 100 110 8.6 27.5 65 65 12.3 34.2 65 65

R 160 240 110 12.9 34.2 65 65 18.4 34.2 65 65
1) Design according to EN 1992-4:2018 (for static resp. quasi-static loads). The partial safety factors for material resistance as regulated in the ETA as well as a partial safety factor for load 

actions of γL = 1.4 are considered. As a single anchor counts e.g. an anchor with a spacing s ≥ 3 x hef and an edge distance c ≥ 1.5 x hef. For anchorage depths of less than 40 mm, the use 
of a single anchor is only permitted for multiple use of redundant non-structural applications. Accurate data see ETA.

2) Further steel grades, versions and technical data see ETA, e.g. for dry internal conditions, galvanised steel (gvz); for damp interiors and for outdoor use, stainless steel (R).
3) In the case of combinations of tension and shear loads, bending moments with reduced or minimum spacing and edge distances (anchor groups), the design must be carried out in 

accordance with the provisions of the complete ETA and the provisions of the EN 1992-4:2018. We recommend using our anchor design software C-FIX.
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hef hmin Tinst NRd
3) VRd

3) smin
3) cmin

3) NRd
3) VRd

3) smin
3) cmin

3)

FAZ II Classic 8 gvz 35 80 20 3.7 11.3 35 40 6.8 11.3 40 40

gvz 90 140 20 5.3 11.3 35 40 9.3 11.3 40 40

R 35 80 20 3.7 11.3 35 40 6.8 11.3 40 40

R 90 140 20 5.3 11.3 35 40 9.3 11.3 40 40

FAZ II Classic 10 gvz 40 80 45 5.8 15.1 40 45 8.3 18.3 40 45

gvz 100 150 45 8.7 18.3 40 45 13.3 18.3 40 45

R 40 80 45 5.8 15.1 40 45 5.8 18.3 40 45

R 100 150 45 8.7 18.3 40 45 13.3 18.3 40 45

FAZ II Classic 12 gvz 50 80 60 8.1 25.2 50 55 11.6 25.9 50 55

gvz 125 190 60 13.3 25.9 50 55 14.7 25.9 50 55

R 50 80 60 8.1 25.2 50 55 11.6 25.9 50 55

R 125 190 60 13.3 25.9 50 55 14.7 25.9 50 55

FAZ II Classic 16 gvz 65 100 110 12.0 38.5 65 65 17.2 47.8 65 65

gvz 160 240 110 18.0 47.8 65 65 25.7 47.8 65 65

R 65 100 110 12.0 38.5 65 65 17.2 47.8 65 65

R 160 240 110 18.0 47.8 65 65 25.7 47.8 65 65

Ассортимент

Нагрузки

Расчетные нагрузки на одиночный анкер1) в нормальном бетоне класса С20/25.  
Для выполнения расчетов необходимо использовать техническую оценку ЕТА-23/0162 от 14.03.2023.

1)	� Расчет в соответствие с EN 1992-4:2018 (для статических и квази-статических нагрузок). Частичные к-ты запаса по материалу согласно ЕТА учтены. Нагрузки указаны 
для одиночного анкера с осевыми расстояниями s ≥ 3 x hef и краевыми расстоянием c ≥ 1,5 x hef. При глубинах анкеровки менее 40мм использование одиночных 
анкеров допускается только для групповых креплений не несущих конструкций. Точные данные приводятся в ETA.

2)	 �Дополнительную информацию касательно сталей, исполнения и технических данных см. в ETA. Например, для сухих помещений используются анкеры из 
оцинкованной стали (gvz); для помещений с повышенной влажностью и вне помещений используются анкеры из нержавеющей стали (R)

3)	 �В случае совместного воздействия нагрузок на растяжение и на сдвиг, изгибающих моментов и при уменьшенных осевых и краевых расстояниях в группах анкеров, 
расчет необходимо выполнять полностью в соответствие с данными ЕТА и условиями EN 1992-4:2018. Мы рекомендуем использовать наше ПО C-FIX.

[мм] [мм] [Нм] [кН] [мм] [мм] [кН] [кН] [мм] [мм][кН]Наименование

Материал
/покрытие

Анкер болт FAZ II Classic

Эффективная 
глубина 
анкеровки

Минима­
льная 
толщина 
основания

Момент 
затяжки

Бетон с трещинами Бетон без трещин

Расчетные нагрузки на растяжение (NRd) и сдвиг (VRd);
минимальные осевые (smin) и краевые (cmin) расстояния 
при уменьшенных нагрузках

Расчетные нагрузки на растяжение (NRd) и сдвиг (VRd);
минимальные осевые (smin) и краевые (cmin) расстояния 
при уменьшенных нагрузках


