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The European Technical Assessment is issued by the Technical Assessment Body in its official language.
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original issued document and shall be identified as such.
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This European Technical Assessment may be withdrawn by the issuing Technical Assessment Body, in
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Specific part

1 Technical descriptlon of the product

Objects of this European Technical Assessment are the fischer Channels FUS 21/1,5,
FUS 21/2,0, FUS 21/2,5, FUS 41/1,5, FUS 41/2,0, FUS 41/2,5, FUS 62/2,5, FUS 21D/2,0,
FUS 41 D/2,5 and FUS 62D/2,5. The fischer Channels FUS consist of thin-walied steel with
parallel flanges and a connecting web. The flanges are turned at the end. The flanges of the
Channels FUS 21/1,5, FUS 21/2,0, FUS 41/1,5 and FUS 41/2,0 are designed with a linear dent.
The turned flange ends are designed with a serration which makes it possible to force-fit the
Channels to specific Channel system fixtures. The fischer Channels FUS 21 D/2.0, FUS 41 D/2,5
and FUS 62D/2,5 consists of two identical fischer Channels FUS 21/2,0, FUS 41/2,5
respectively FUS 62/2,5, attached on the web's back and connected by spot welding. Recesses
in the web of the Channels (Channel back) in the form of slotted holes allow the use of fasteners
and fixtures. The fischer Channels are delivered in lengths from 0,05 m up to 6,00 m with
modular dimension of 0,05 m.

Annex A describes the dimensions and materials of the fischer Channels FUS 21/1,5,
FUS 21/2,0, FUS 21/2,5, FUS 41/1,5, FUS 41/2,0, FUS 41/2,5 and FUS 62/2,5.

2 Specificatlon of the Intended use In accordance with the appllcable European
Assessment Document (EAD)

The Performance given in section 3 can only be assumed if the fischer Channels FUS 21/1,5,
FUS 21/2,0, FUS 21/2,5, FUS 41/1,5, FUS 41/2,0, FUS 41/2,5, FUS 62/2,5, FUS 21D/2,0,
FUS 41 D/2,5 and FUS 62D/2,5 are used in compliance with the specifications and under
boundary conditions set out in Annex B. The test and assessment methods on which this
European Technical Assessment is based lead to an assumption of a working life of the fischer
Channels FUS 21/1,5, FUS 21/2,0. FUS 21/2,5, FUS 41/1,5, FUS 41/2,0, FUS 41/2,5,
FUS 62/2,5, FUS 21 D/2,0, FUS 41 D/2,5 and FUS 62D/2,5 of at least 50 years in final use under
ambient temperatures in indoor areas. The indications given on the working life cannot be
interpreted as a guarantee given by the producer, but are to be regarded only as a means for
choosing the right products in relation to the expected economically reasonable working life of
the works.

In accordance with the European Assessment Document EAD 280016-00-0602, the products
for Installation systems are intended to be used under dry indoor conditions for supporting:

- pipes for the transport of water not intended for human consumption,

- pipes for the transport of gas/fuel intended for the supply of building heating/cooling systems,

- technical building equipment in general,

- components of fixed fire-fighting systems.

The products for Installation systems are intended to be used where failure or excessive
deformation of the Installation systems would

- compromise safety in case of fire (BWR 2) or

- would lead to an unacceptable risk of accidents or damage in service or in operation
(BWR 4),

Z95415.20 8.06.02-105/19
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3.1

3.2

Z9S415.20

Performance of the product and references to the methods used for its assessment

Safety in case of fire (BWR 2)

Essential characterlstic Performance

Reaction to fire A1

Pull-through resistance of Channel back holes under fire
exposure

see Annex D 1

Bending characteristics under fire exposure See Annexes D2 - D9

Safety and accessibility in use (BWR 4)

Essential characteristic Performance

Shape see Annexes AI - A4

Dimension see Annexes AI - A4

Material and

cross-section characteristics

see Annexes AI - A4

see Annexes B 5 - B 9

Characteristic pull-through resistance of Channel back holes see Annex C 1

Assessment and verification of constancy of Performance (AVCP) system applied, with
reference to Its legal base

In accordance with the European Assessment Document EAD 280016-00-0602 the applicable
European legal act is;

For products for installation systems intended to be used for supporting pipes for the transport
of water not intended for human consumptlon the applicable European legal act is Commission
Decision 1999/472/EC, as amended by Commission Decision 2001/596/EC.

The system to be applied is 4.

For products for installation systems intended to be used for supporting pipes for the transport
of gas/fuel intended for the supply of building heating/cooling systems the applicable European
legal act is Commission Decision 1999/472/EC, as amended by Commission Decision
2001/596/EC.

The system to be applied is 3.

For products for installation systems intended to be used for supporting technical building
equipment in general the applicable European legal act Is Commission Decision 97/161/EC.

The system to be applied is 2+.

For products for installation systems intended to be used for supporting components of fixed
fire-fighting systems the applicable European legal act is Commission Decision 96/577/EC, as
amended by Commission Decision 2002/592/EC.

The system to be applied is 1.

8.06,02-105/19
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5 Technical details necessary for the implementatlon of the AVCP system, as provided for
In the appMcable EAD

The technical details necessary for the implementation of the system for the assessment and
verification of constancy of perfonnance are laid down in the control plan (confidential part of
this European Technical Assessment) deposited at Deutsches Institut für Bautechnik.

Issued In Berlin on 17 March 2021 by Deutsches Institut für Bautechnik

Dr.-Ing. Ronald Schwuchow beglaubigt:

Head of Section Ortmann

Z95415.20 8.06,02-105/19
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Table A 1.1: Shape, dimensions and materials of Channels FUS 21

1)2)Shape Deslgnation^'

Amng«mtnt of th« siottid holts

FUS 21/1.5

Arrangwncnt o( th« slottcd hol*s

FUS 21/2.0

ArnngcfliMt of tft« tlottod hol**

FUS 21/2,5

Deutsches
Institut

für
Bautechnik

Length L

0,05 m to
6,00 m

Dimensions in mm

Legend of the variables in the figures: Channel height
T= Material thickness of the Channel

L= Length of the Channel

DIBt

Material

S250GD+Z275-M-A-C

according to
EN 10346^>

^^The designation of the Channel refers to the height H and the material thickness T of the Channel. Example:
The Channel FUS 21/1,5 has a height H = 21 mm and a material thickness T = 1,5 mm.

The increased average yield strength may be taken into account because of the hardening due to the type of
profiling according to EN 1993-1-3.

fischer Channel FUS 21/1,5, FUS 21/2,0, FUS 21/2,5, FUS 41/1,5, FUS 41/2,0.
FUS 41/2,5, FUS 62/2,5, FUS21D/2.0, FUS 41 D/2,5 and FUS 62D/2,5

Product description of Channels FUS 21
Shape, dimensions and materials

227547.21

Annex A1

8.06.02-105/19
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Table A 2.1: Shape, dimensions and matehals of Channels FUS 41

Shape^^^^ Designation^)

Arrangvmant of th* slott*d holts

FUS 41/1,5

Amngmnant of th« slotted holss

FUS 41/2.0

J^n9«m«nt ef th« slottvd hol*t

FUS 41/2.5

Deutsches
Institut

für
Bautechnik

Length L
[m]

0,05 m to
6,00 m

Dimensions in mm

Legend of the variables in the figures; H= Channel height
T= Material thickness of the Channel

L= Length of the Channel

Diet

Material

S250GD+Z275-WI-A-C

according to
EN 10346^)

®^The designation of the Channel refers to the height H and the material thickness T of the Channel. Example:
The Channel FUS 41/2,0 has a height H = 41 mm and a material thickness T = 2.0 mm.

The increased average yield strength may be taken into account because of the hardening due to the type of
profiling according to EN 1993-1-3.

fischer Channel FUS 21/1.5, FUS 21/2,0, FUS 21/2,5, FUS 41/1,5, FUS 41/2,0,
FUS 41/2,5, FUS 62/2,5, FUS21D/2,0. FUS41D/2,5 and FUS 62D/2,5

Product description of Channels FUS 41
Shape, dimensions and materials

Z27647.21

Annex A 2

8.06.02-105/19



Page 8 of European Technical Assessment
ETA-21/0140 of 17 March 2021

English translation prepared by DIBt

Deutsches
Institut

für

Bautechnik

Table A 3.1: Shape, dimensions and materials of Channel FUS 62

Shape^'^' Desjgnatlon®^ Length L
[ml

ArrangtmAnt ef th* slotttd hol«s

Dimensions in mm

Legend of the variables in the figures:

FUS 62/2.5
0,05 m to

6,00 m

H= Channel height
T= Material thickness of the Channel

L= Length of the Channel

DIBt

Material

S250GD+Z275-M-A-C

according to
EN 10346*)

The designation of the Channel refers to the height H and the material thickness T of the Channel. Example:
The Channel FUS 62/2,5 has a height H = 62 mm and a material thickness T = 2,5 mm.

The increased average yield strength may be taken into account because of the hardening due to the type of
profiling according to EN 1993-1-3.

fischer Channel FUS 21/1.5, FUS 21/2,0, FUS 21/2,5, FUS 41/1,5, FUS 41/2,0,
FUS 41/2,5, FUS 62/2,5, FUS 21 D/2,0, FUS 41 D/2,5 and FUS 620/2,5

Product description of Channel FUS 62
Shape, dimensions and materials

Z27647.21

Annex A 3

8.06.02-105/19
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Table A4.1: Shape, dimensions and materials of double Channel FUS 21D, FUS 41D and FUS 62D

Shape^'^^

Amngwncrrt of «w hetes

AmngMitnt ef tfi« slotMd holM

- t

i -..1 •• •» -i

M i 10 1

ArrwiQMiMn of tho tlottoel holos

Dimensions In mm

Legend of the variables in the figures:

Designation

FUS 21 D/2,0

FUS41D/2.5

FUS 62D/2.5

Length L
[ml

0,05 mto
6,00 m

H= Channel height
T= Material thickness of the Channel

L= Length of the Channel

Material

S250GD+Z275-M-A-C

according to
EN 103463)

The increased average yield strength may be taken into account because of the hardening due to the type of
profiling according to EN 1993-1-3.

fischer Channel FUS 21/1,5, FUS 21/2,0, FUS 21/2,5, FUS 41/1,5, FUS 41/2,0,
FUS 41/2,5, FUS 62/2,5, FUS 21 D/2,0, FUS 41 D/2,5 and FUS 620/2,5

Product description of double Channel FUS 21D, FUS 41D und FUS 62D
Shape, dimensions and materials

Z27647,21

Annex A 4

8.06,02-105/19
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Requirements for Performance caiculation of the Channels FUS

• fischer Channels FUS are used for load transfer of components of technical building equipment such as
pipes and equipment for Sprinkler, water, heating, cooling, Ventilation, electrical and other installations.
The Performance of the load-transferring function specified for the fischer Channels FUS applies to the
conditions described in Section 2 of this European Technical Assessment.

• fischer Channels FUS are used in installation systems for technical building equipment at ambient
temperature and under fire exposure. The use offischer Channels FUS 21D, FUS 41D and FUS 62D
within the scope of this European Technical Assessment is only under conditions at ambient
temperature.

• The data on resistances and deformations at ambient temperature and under fire exposure apply to
static and centric loads. The time data in connection with the resistance and deformation values under

the influence of fire refer to the boundary conditions of the Standard temperature/time curve (STTC)
according to EN 1363-1:2020.

• Channels FUS mounted directly on the ceiling are instalied with the Channel profile open at the bottom.
Fire-protection approved components on the underside are fastened with fischer sliding nut FCN Clix
MIO, FCN Clix M12, FCN Clix P10 or FCN Clix P12. Forapplications under fire exposure. the Channels
are anchored in the substrate with fischer washers HK 41 10,5 or HK 41 12,5 in conjunction with suitable
fixing elements. For appllcations at ambient temperature, the FUS Channels can be anchored to the
substrate without using the HK41 10,5 or HK41 12,5 washers with suitable fixing elements through the
Slotted holes in the Channels.

• For suspended Channel systems, the Channel profiles are instalied with an opening at the top or bottom.
Fire-protection approved components mounted on the top or bottom of suspended Channel systems
must be fixed in place using fischer washers HK 41 10,5 or HK 41 12,5 on both sides and nuts and
threaded rods. Alternatively, the installation with fischer clamp connections FCN-Clix MIO or FCN-Clix
M12 is possible. The joint between the Channel and the threaded rod for suspending the system is made
with fischer washers HK 41 on both sides and nuts and threaded rods which are connected non-

positively.

• Threaded rods and other attachments may only be guided through unsawn long back (slotted) holes in
the Channel.

• The fastening elements for anchoring in the base material must be suitable for this purpose and have a
fire protection certificate.

• Before installation, It must be ensured that
o the components to be carried by the Channel,
o the mounting parts,
o the anchoring of the Channels on and in the substrate and
o the substrate itself

are within the permissible load ränge until the evaluated Channel fails. In the ränge of loads from the
Standard temperature curve according to EN 1363-1:2020, the components must have a fire protection
certificate that is at least equivalent to that of the evaluated Channel.

fischer Channel FUS 21/1,5, FUS 21/2,0, FUS 21/2,5, FUS 41/1,5, FUS 41/2,0,
FUS 41/2,5, FUS 62/2,5, FUS 21D/2,0. FUS 41D/2,5 and FUS 62D/2,5

Requirements for the Performance

Z27647.21

Annex B1

8.06.02-105/19
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Continuation of the requirements for the Performance caiculation of the Channels FUS

• Installation must be carried out by appropriately trained personnel under the supervision of the site
manager. When attaching the Channel FUS to the substrate and when mounting attachments to the
Channel FUS, the general manufacturer's mounting instructions for attachments and fasteners must be
observed,

• The Performance with regard to the puil-through resistance through the Channel back (slotted) holes at
ambient temperature and under fire exposure is obtained in conjunction with the fastening elements
according to Table B 4.1.

fischer Channel FUS 21/1,5, FUS 21/2.0, FUS 21/2,5, FUS 41/1,5, FUS 41/2,0,
FUS 41/2.5, FUS 62/2,5. FUS 21D/2.0, FUS 41 D/2.5 and FUS 62D/2.5

Requirements for the perfomiance

Z27647.21

Annex B 2

8.06.02-105/19
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Components for attaching the Channels FUS directly to the base material through the Channel back
(Slotted) holes

The following illustration shows how the Channels FUS are fastened directly to the substrate through the Channel
back (slotted) holes. The numbering refers to table B 4.1. Fastening elements according to Table B 4.1 or
fastening elements whose contact surface and dimensions are the same or larger than the rated fastening
elements in Table B 4.1 are approved for fastening the Channel FUS directly through the Channel back (slotted)
holes. In addition, the yleld point and the tensile strength must be equal to or greater than the rated fastening
elements.

Flgure 6 3.1

D

Section Section

D-D

7^^

CTl
n

021

y y

fischer Channel FUS 21/1,5, FUS 21/2,0, FUS 21/2,5, FUS 41/1,5, FUS 41/2,0,
FUS 41/2,5, FUS 62/2,5, FUS 21 D/2,0, FUS 41 D/2.5 and FUS 62D/2.5

Requirements for the Performance

227647.21

C

Annex B 3

8.06.02-105/19
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Table B 4.1 lists the fasteners that are necessary for an evaluation of the Channel FUS according to Annex B3-

Table 8 4.1: Fastening elements for anchoring the Channel through the Channel back (slotted) holes

No. Material and geometry of the fastener Figure Channel

1 Hex bolt; MIO, Strength class 6.8, galvanized
steel

Material according to EN (SO 4017:2014
(see Flgure B 4.2)

FUS 21/1,5
FUS 21/2.0
FUS 21/2,5
FUS 41/1,5
FUS 41/2,0
FUS 41/2,5
FUS 62/2,5

2.1 Washer: 10x21x2,0, galvanized steel, material
according to EN 10139:2016+A1:2020

(see Figure B 4.1)
2.2 Washer: 10x28x2,0, galvanized steel, material

according to EN 10139:2018+A1:2020

3 Hex bolt: M12, Strength class 8.8, galvanized
steel

Material according to EN ISO 4017:2014
(see Flgure B 4.2)

4 Washer: 12x24x2,5, galvanized steel. material
according to EN 10139:2016+A1:2020 (see Figure B 4.1)

Flgure B 4.1

0 (J2

0 d1

Designatjon H

fmml
0d1

fmml
0d2

fmml
U 10x21

2,0 10.5
21

U 10x28 28

U 12x24 2.5 12,5 24

Figure B 4.2

sw

O
Designation L

fmml
D

fmml
SW

Hex boltacc. to

ISO 8765 (2001-
03)

.*1) 10 17

Hex bolt acc. to

ISO 8765 (2001-
03)

.•1) 12 19

The length of the screw has no influence on the characteristic pull-through resistance through the back
(slotted) holes.

fischer Channel FUS 21/1,5, FUS 21/2,0, FUS 21/2,5, FUS 41/1,5, FUS 41/2,0,
FUS 41/2,5, FUS 62/2,5, FUS 21 D/2.0, FUS 41 D/2,5 and FUS 62D/2,5

Requirements for the Performance

227647.21

Annex B 4

8.06.02-105/19
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Conslderatlon of the evaluated cross-sectional profile of the Channels FUS forthe area caiculation

Due to the inhomogeneity of the cross-section of the Channels FUS, the cross-section values for each Channel
are caiculated in the averaged cross-section profile of the Channels FUS (see Table B 5.1, No. 3). The averaged
cross-sectional profile is caiculated on the basis of the cross-sectional profile in the back (slotted) hole of the
Channel and the cross-section outside the back (slotted) hole of the Channel (see Table B 5.1, No. 1 and No. 2).
The pictures of the cross-sectional profiles refer to the Channel FUS 21/1,5 as an example.

Table B 5.1: Designation of the cross-section profiles, explanation exemplary on the basis of Channel FUS 21/1,5

Number Designation Picture of the cross-section profile

Cross section in back (slotted) holes

Cross section outside the back

(slotted) holes

Averaged cross-section

I

LT

For the Channel FUS 41/2,5. the caiculation of the averaged cross-sectional profile is based on the parameters In
Figure B 5.1 and Figure B 6.1 as shown in Annex B 6.

Figur« B 6.1: Parameters for the caiculation of the averaged cross-aecttonal profile

SO
- s

3

*Slott«dholc ^lott»dhol« ^Sloned hole 'Slott«<l hole

fischer Channel FUS 21/1,5. FUS 21/2,0, FUS 21/2,5, FUS 41/1,6, FUS 41/2,0,
FUS 41/2,5, FUS 62/2,5, FUS 21D/2.0, FUS 41 D/2,5 and FUS 62D/2,5

Requirements for the Performance

Z27647.21

Annex B 5

8.06.02-105/19
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Continuation ofthe constderation ofthe evaluated cross-sectional profile ofthe Channels FUS forthe
area caiculation

The averaged material thickness Wrage results from the equations Eq. B 6,1 and Eq, B 6.2. Figure B 6.1 shows
the Parameters in the averaged cross-sectional profile. The units of the parameters are shown in Table B 6.1.

^Extract ~ ^Slotted hole * ^SloUedhole

^Slotted hofe"*

Eq. B6.1

Eq. B6.2^Awrage —t *
^Extraet

[mm]

Figure B 6.1: Pararneters in the averaged cross-sectional profile of the FUS Channel

^ (n

Table B 6.1: Units of the Parameters

Designation ofthe parameters

Standard wall thickness

Width of the slotted holes

Distance between the slotted holes

Bsiottedhoie

Cross sectional area of the slotted holes of the FUS41/2,5

Cross sectional area of the Channel extract

Averaged wall thickness

Parameter

Bsiotted hole

Xsiotted hole

Asiotted hole

AExtract

tAverage

Untt

mm

mm

mm

mm'

mm^

mm

The properties of the averaged cross-sectional profile are shown in Tables B 7.1 and B 9.1.

fischer Channel FUS 21/1,5, FUS 21/2,0, FUS 21/2,5, FUS 41/1,5, FUS 41/2,0,
FUS 41/2,5, FUS 62/2,5, FUS 21 D/2,0, FUS 41 D/2,5 and FUS62D/2,5

Requirements for the Performance

Z27647.21

Annex B 6

8.06,02-105/19
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Table B 7.1: Properties ofthecross section of the Channels FUS 21

Designation Symbol Unit FUS 21/1,5 FUS 21/2,0 FUS 21/2,5

Cross-sectional area A mm^ 142.7 181,6 211,3
Max. width bmax mm 41.0 41,0 41,0
Max. height hmax mm 21,0 21,0 21,0

Thrust surfaces
Ay mm' 28.2 37.1 47,3

Az mm^ 40,3 53,2 64,1

Monfients of inertia
ly mm* 8806,3 10636,3 11351,7

Iz mm* 36788,9 46255,0 52423,6

Polar moments of inertia
Ip mm* 45594,3 56891,3 63775,3

Ip.M mm* 110613,4 133545,7 141344,8

radii of inertia
iy mm 7,9 7,7 7.3

iz mm 16,1 16,0 15,8

Polar radii of inertia
ip mm 17,9 17,7 17,4

ip.M mm 27,8 27,1 25,9

radius of camber inertia iiü.M mm 7,0 6.8 6,5
Cross-section scope U mm 208,2 201,1 189,5
Torsional moment of inertia It mm* 101,3 228,8 412,4

Bückling resistors
lu>.S mm® 22114376,6 25565424,0 25082502,6

Iw.M mm® 5365085,7 6090530,0 5909972,0
Wy.max mm^ 923,5 1125,1 1244,5

Moments of resistance
Wy.min mm^ -768,1 -921,2 -955,7
Wz.max mm^ 1793,2 2256,4 2557,3

Wz,min mm^ -1793,2 -2256,4 -2557,3

Bückling resistance moments
Ww.M.max mm* 14714,6 17881,0 19214,8
Ww.M.mm mm* -14714,6 -17881,0 -19214,8

Max. plastic moments of Wplv mm^ 1037,3 1285,9 1426,2
resistance Wolz mm' 2182,2 2761,9 3166,6

fischer Channel FUS 21/1,5, FUS 21/2,0. FUS 21/2.5, FUS 41/1,5. FUS 41/2,0.
FUS 41/2,5, FUS 62/2,5, FUS 21 D/2,0. FUS 41 D/2,5 and FUS 62D/2,5

Properlies of the cross section of the Channels FUS 21 Annex B 7
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